
*ALL EXTERNAL PIPING MUST BE INDEPENDENTLY SUPPORTED.
*ONLY BASE FITTINGS TO BE LEFT INSTALLED AT TIME OF SHIPMENT PER SII PROCEDURE.
*Consult Snyder's Guidelines for Use and Installation prior to delivery.
  Available on-line at http://www.snyderindustriestanks.com/Technical

 8" - 48" 

TANK FITTING NOT INCLUDED IN ASSEMBLY

MPT X SOC ADAPTER

(2) 90° SOC X SOC ELBOW 

PIPE, 5'

SUPPORT
BRACKET

CL

PIPE SIZE GASKET TYPE MATERIAL PART NO.
2" VITON 2" PVC SCH. 80 34700817
3" VITON 3" PVC SCH. 80 34700818
4" VITON 4" PVC SCH. 80 34700819
6" VITON 6" PVC SCH. 80 34700375
2" VITON 2" CPVC SCH. 80 34700970
3" VITON 3" CPVC SCH. 80 34700971
4" VITON 4" CPVC SCH. 80 34700972
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ALL DIMENSIONS ARE IN INCHES, NOMINAL, & SUBJECT TO CHANGE WITHOUT NOTICE.
ALL DIMENSIONS ON ROTATIONAL MOLDED PARTS ARE SUBJECT TO A  3% TOLERANCE.
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