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ASED OIL
ONLY

*ALL EXTERNAL PIPING MUST BE INDEPENDENTLY SUPPORTED.
*ONLY BASE FITTINGS TO BE LEFT INSTALLED AT TIME OF SHIPMENT PER SIl PROCEDURE.
*TANKS ORDERED WITH FOAM INSULATION WILL HAVE AN INCREASED DIAMETER OF 4-6 INCHES.
*Consult Snyder's Guidelines for Use and Installation prior to delivery.
Available on-line at http://www.snyderindustriestanks.com/Technical
ALL DIMENSIONS ARE IN INCHES, NOMINAL, & SUBJECT TO CHANGE WITHOUT NOTICE.
ALL DIMENSIONS ON ROTATIONAL MOLDED PARTS ARE SUBJECTTO A + 3% TOLERANCE.

STENCIL AT 0° AND 180°
IN 2" TALL LETTERS.

TIE-DOWN

TYPICAL 4 PLACES

N\
225°

270°

(D) PLASTIC WRAP NOT SHOWN
SHIPS LOOSE IN BOX INSIDE TANK
(5)  WARRANTY PACKAGE NOT SHOWN

11 1 |000001711 PROTECTIVE PLASTIC PACKAGING 0-200
10 1 99700005 DECAL SMALL SIl LOGO
9 1 |99700176 DECAL TANK WARNING
8 1 |35900105 THERMA GAUGE 120DCT KRUEGER#H2-41+4.5
7 1 |34701560 ASM DRAWTUBE PP EPDM 120 DCT CT
[e) 2 |60405 FTG PP 2IN BH EPDM TXT
5 1 |34700907 WARRANTY INDUSTRIAL GUIDELINES
4 1 134100191 STRAINER BASKET 14IN DIA PP
3 1 |34700558 ASM MANWAY HINGED PP 14IN W/LOCK
2 1 |5700100N95702 ASM TK 120VNT X 30 HD/BLK 1.9 NOMW
1 1 |5980000N892101 ASM TK 120 CONTAINMENT HD/YW 1.9
EM | ary. PART NUMBER DESCRIPTION
DO NOT SCALE DRAWN BY o Tire: REVISION|
™ peleased o | SMYDER ™ asm TK 120 DCT/UOCTS | B
O TANK HOLOING, CORP. 2022 TANK HOUDING CORP. BLK/YW 1.9 THERMA ey
ALL DIMENSIONS, DESIGNS, AND INFORMATION ON THIS PRINT MUST BE PART NO. ENG. ID.
S e AR T | L e neeom | 5700102N95704 D002285



http://www.snyderindustriestanks.com/Technical/Guidelines-for-Use-Installation
https://www.snydernet.com/
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